LIGHTING

RBX EXPROOF

Surface Mounted 2x50W LED Luminaire

Order Code
Product Code

Product Data

Standard Features

Housing
Diffuser

IP Grade
Installation

Light Source
Cable glands

Electric equipment

Optical & Electrical Features
Power Consumption

Final Luminous Flux

Efficacy

Input Voltage

Frequency

Power Factor

Correlated Color Temperature
Color Rendering Index

Other Features & Conditions
Operating Temperature Range
Impact Resistance

Led Life Time - L70
Protection Type

1 3236169
 RBX 100U 400D00 10KO 131

: Polyester

. Polycarbonate (UV transparant)
" EPDM Gasket

. IP66

. Surface Mounted + Galvanized celling type

" mounting kit

: Mid Power LED

: Screwed M25 x 1,5 Ex-e polyester male plug

. LED modules, current driver, halogen-free wires
" with higher temperature resistance

1 100 W

: 10000 Im

: 100 Im/W

1 220-240V AC
: 50-60 Hz
:>0,95

1 4000K

: >80

1 -20 °C/+40 °C

: K09

: > 50.000 hours @Ta= 40 °C

: Group II, category Il, (Zone 1, 2, 21 and 22)

Photometric Curve
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RBX EXPROOF

Surface Mounted 2x50W LED Luminaire
3236169 RBX 100U 400D00 10K0 131

Dimension (mm)
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TAVAN / GEILING

One of the clips has M6 allen screw to
provide extra protection

C€ €0 | EB amex [1F||3F

*The light fitting is certified for the environment
€X 11 2G Ex e mb op is IIC T4 Gb
€x 112D Ex tb 11IC T135°C Db

Certification: ExVeritas 17 ATEX 0288 X
IECEx EXV 17.0029X

e EAE, reserves the right to make changes without prior notice.

engineering the light s
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Siparis Kodu
Urtin Kodu

Urtin Bilgisi

Standart Urtin Ozellikleri
Govde

Diflizor

IP Koruma Sinifi
Kullanim Sekli

Isik Kaynagi

Kablo Rakoru

Elektirk Ekipman

Optik ve Elektriksel Ozellikler
Tiketim Guct

ArmatUr Limeni

ArmatUr Verimliligi

Giiris Gerilimi

Giiris Frenkans

Glg Faktort

Renk Sicakligr (CCT)

Renksel Geriverim indexi (CRI)

Diger Ozelliler

Calisma Sicaklik Araligi
Darbe Dayanim Sinifi (IK)
Led Omrii - L70
Koruma Turt

1 3236169
 RBX 100U 400D00 10KO 131

: Polyester

: Polikarbonat cam + EPDM conta

: P66

: Siva Ustll + Galvaniz tavan montaj takimi
: Mid Power LED

1 M25x1,5 digli rakor + Ex-e polyester erkek fis

. LED modUller, akim kontrolll striicu, yUksek
" sicakliga dayanikli halojensiz kablo

: 100 W

: 10000 Im

: 100 Im/W

1 220-240V AC
1 50-60 Hz
:>0,95

1 4000K

1 >80

1 -20 °C/+40 °C

: IKO9

1 >50.000 hours @Ta= 40 °C

: Grup II, Kategori ll, (Zone 1, 2, 21 and 22)
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RBX EX-PROOF

Siva Usttl 2x50W LED Armatir
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RBX EX-PROOF

Siva Ustl 2x50W LED Armatiir
3236169 RBX 100U 400D00 10K0 131

Uzunluk Olguleri (mm)

a a b h
: Va Standart 210 1310 170
h 4 1]
1 T
| 7

[N

1310 mm N S S
A E T -

800 mm

TAVAN / GEILING

One of the clips has M6 allen screw to
provide extra protection
Klipslerde ekstra koruma saglamak igin M6 alyan videlar bulunur.

C€ €0 | EB amex [1F||3F

*Cevreci aydinlatma armaturi sertifikaldir.
€X 11 2G Ex e mb op is IIC T4 Gb
€x 112D Ex tb 11IC T135°C Db

Sertifikasyon: ExVeritas 17 ATEX 0288 X
IECEx EXV 17.0029X

e EAE, gerekli gordigu uygun degdisiklikleri nceden bildirmeden yapma hakkina haizdir.

1tk miihendisligi
EAE Aydinlatma A.S.

Ikiteli Organize Sanayi Bolgesi Eski Turgut Ozal Caddesi No:20 Bagaksehir / ISTANBUL-TURKIVE Tel: +90 212 413 21 00 (pbx) Fax: +90 212 549 37 90
www.eaeaydinlatma.com.tr
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